











Two-Way Paper Feeding — %
Switching Media Is Fast & Convenient 2Way

» Load plain paper in the cassette tray; use either photo paper or
plain paper in the rear tray

 Loading two types of paper eliminates the need for reloading when
switching print media

» Use both trays to load up to 300 sheets of plain paper for big jobs

Paper Output Tray Sensor —
Prevents Paper Jams When The Tray Is Closed

* An intelligent paper output tray sensor prompts you to lower the
tray before printing if it detects that it is in a closed position

Print Even More Creatively <4
With A Digital Camera PictBridge

* Print directly from any PictBridge compatible
digital camera or camcorder
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ENVIRONMENTALLY
RESPONSIBLE
|

» Special functions such as
4-in-1 and 2-in-1\printing and other
layout options reduce paper use

» Paper Output Tray Sensor
prevents paper jams, which
further conserves resources
“by lowering ‘overall paper
and energy consumption

« Conforms to the EU RoHS
directive and tlhe International
Energy Star Program




PHOTO PRINTING

PT-101 PR-201 GP-501
Photo Paper Pro Photo Paper Pro Il Glossy Photo Paper

Platinum Best quality photos; Economical, everyday
Ultra glossy premium longer image life photographs and
quality photos A4, 4x6” snapshots

A4, 4x6” A4, 4x6”

PS-101

Photo Stickers
Make fun photo
stickers of all your
favourite photos
16 stickers/pcs

PP-201

Photo Paper Plus
Glossy Il

Affordable paper for
reprints & album prints
A4, 4x6”"

SG-201 E—— MP-101

Photo Paper Plus = Matte Photo Paper
Semi-Gloss Matte surface,
Semi-gloss, satin great for art &
surface finish craft projects

A4, 8x10”, 4x6” A4, 4x6"

HR-101N
: High Resolution Paper
- Business use (e.g. reports
with charts and graphics)
A4

INK CARTRIDGES

PGI-820BK CLI-821BK
Pigment Black Dye Black

g8 I

CLI-821C CLI-821M CLI-821Y
Dye Colour

Dye Colour Dye Colour

images, calendars and clip
art for more creative fun.

Learn 3D paper craftor
creative scrapbooking d
techniques.

Download greeting cards,
stationary and envelopes.

Get tips on how to be more
creative and get the most out
of your printer.



SPECIFICATIONS

PRINT
Printing Method
Speed*

Black Text A4 Plain Paper / Max Speed
Colour A4 Plain Paper / Max Speed
Photo (4x6") PP-201 / Standard / Borderless
Resolution (dpi)*2

Min. Ink Droplet Size

Number of Nozzles

Cartridge Type

Printable Width

Recommended Printing Area

Applicable Media Sizes

Borderless

MEDIA HANDLING

Rear Tray Plain Paper
High Resolution Paper (HR-101N)
Photo Paper Pro Platinum (PT-101)
Photo Paper Pro Il (PR-201)
Photo Paper Plus Glossy Il (PP-201)
Photo Paper Plus Semi-Gloss (SG-201)
Glossy Photo Paper “Everyday Use” (GP-501)
Matte Photo Paper (MP-101)
Photo Stickers (PS-101)
T-Shirt Transfer (TR-301)
Envelope

Cassette Plain Paper

PAPER WEIGHT

Rear Tray

Cassette

SYSTEM REQUIREMENTS

Windows

Macintosh

GENERAL

Interface

Canon Bundled Software

Operating Environment

Power

Acoustic Noise*3

Power Consumption Standby (USB connection to PC)
OFF (USB connection to PC)

Printing*4
Environment Regulation

Eco-Label
Weight

Dimensions (W x D x H)

Specmcanons are subject to change without notice.
PPM print speed on plain paper is measured using Canon Standard Pattern. Photo print speed is based on the default setting using ISO/JIS-
SCID N2 on 4x6" Photo Paper Plus Glossy Il. Print speed may vary depending on system configuration, interface, software, document
complexity, print mode, page coverage, type of paper used etc. and does not take into account data processing time on host computer.

*2.. Ink droplets can be placed with a pitch of 1/4800 inch at minimum.

*3. When printing ISONIS-SCID N2 pattern on 4x6" Photo Paper Plus Glossy Il using default settings.

*4. When copying ISOIJIS-SCID N2 (printed by inkjet printer) on Ad size plain paper using defaul settings.

300-year life in an album
<Criteria for estimation>

The permanence presented above is estimated using an accelerated dark storage test designed for silver-halide photos (ISO/FDIS18909). Samples
are printed with an optical density of 1.0 (each black, cyan, magenta, yellow) and kept in a controlled environment of high temperature and 50%
relative humidity. The test environment is designed to accelérate colour fading. The rate of the decrease in the optical density and the rate of yellow
discolouration of the paper are measLrred. Final, he results are extrapolated 1o the length oftime when a printed image is kept in an environment
of 23°C 50%

30-year lightfastness:
<Criteria for estimation>

When displayed in a glass frame in a typical indoor space (estimating 500 lux / 10 hours per day) without direct sunlight
Estimates for lightfastness is conducted under the following test conditions. Light source: White fluorescent light 70,000 lux; Temperature: 24°C;
Humidity: 60% RH; A 2mm thick glass is placed on the sample with an air gap between the glass and the sample during accelerated testing

Bubble Jet Printing, Serial
26ppm
17ppm
41secs
9600 x 2400dpi (max.)
1pl
2368
PGI-820BK, CLI-821BK/C /M /Y
Up to 203.2mm (8inches), Borderless: Up to 216mm (8.5inches)
Top margin: 40.7mm / Bottom margin: 31.5mm

A4, Letter, Legal, A5, B5, Envelopes (DL, COM10), 4x6", 5x7", 8x10"

4x6" / 8x10" / A4

A4 =150
A4 =280
A4 =10, 4x6" = 20
A4 =10, 4x6" = 20
A4 =10, 4x6" = 20
A4 /8x10" = 10, 4x6" = 20
A4 =10, 4x6" = 20
A4 =10, 4x6" = 20
1
1
European DL and US Com. #10 = 10
A4 =150

Plain Paper: 64-105g/m?2, Canon specialty paper: max paper weight: approx. 300g/m?

(Photo Paper Pro Platinum PT-101)
Plain Paper: 64-105g/m?

2000 SP4 / XP SP2 / Vista
0S8 X10.3.9-10.5

USB 2.0 Hi-Speed; PictBridge
Canon Solution Menu (Windows only)
Easy-PhotoPrint EX
Temperature: 5-35°C  Humidity: 10-90% RH (no dew condensation)

AC100 - 240V, 50/60 Hz
approx. 41dB(A)
approx. 1.3W
approx. 0.5W
approx. 16W
RoHS (EU), WEEE (EU), RoHS (China)
Energy Star
5.6kg
431 x 296 x 153mm

20-year gas fastness:

<Criteria for estimation>

Estimates for gas fastness is conducted under the following test conditions: Temperature (24°C) and humidity (60% RH) are controlled in an
enviroment of mixed gases of O3, NOx and SOx. The ratio of the gases is typical to indoor air composition (O3: NOx: SOx = 3: 19: 1) with 100
times concentration in order to accelerate fading

<Criteria for estimation of print longevity>
Estimates for image permanance is conducted using the Wilhelm Imaging Research, Inc. Endpoint criteria: Accumulated illuminance causes a
monochromatic / reflective optical density loss of 20-35% (figures set respectively for each colour, starting density of 1.0). Accumulated illuminance
causes a difference in colour balance of yellow, magenta and cyan (each component in composite black) of 12-18%.

<Tips>
Making your printed images last longer: Light, environmental gases, high temperature and humidity can accelerate colour fading. When displaying
your photographs, avoid high intensity lighting and use glass-filtered frames. Photos stored in the dark, using archival quality albums or storage
materials, will tend to last longer than photos that are exposed to light. Avoid high temperatures and high humidity to promote the image permanence
of your photos.

Note for printing and displaying photos: The image permanence estimates presented above may vary depending on display/ storage conditions.
The expressed numbers of years estimates are the result of stimulated, accelerated tests conducted by Canon Inc. and do not represent a product
guarantee.




Canon

Delighting You Always

SOUTH & SOUTHEAST ASIA REGIONAL HEADQUARTERS

CANON SINGAPORE PTE. LTD.

1 HarbourFront Avenue #04-01 Keppel Bay Tower

Singapore 098632

Tel: 65-6799 8888 Fax: 65-6799 8882

www.canon-asia.com

BANGLADESH:
J.A.N. Associates
Tel: 880-2-8611444
Fax: 880-2-8610410

BRUNEI:

Interhouse Company
Tel: 673-2-653001
Fax: 673-2-653003

CAMBODIA:

Royal Cambodia Co. Ltd.
Tel: 855-23-4-28955
Fax: 855-23-7-22961

INDIA:

Canon India Pvt. Ltd.
Tel: 91-124-4160000
Fax: 91-124-4160011
WWww.canon.co.in

INDONESIA:

P.T. Datascrip

Tel: 62-21-6544515
Fax: 62-21-6544811
www.canon.co.id

MALAYSIA:

Canon Marketing (Malaysia) Sdn. Bhd.
Tel: 603-78446000

Fax: 603-78446048
www.canon.com.my

MALDIVES:
SIMDI Company
Tel: 960-3334421
Fax: 960-3334424

SSFINE

7’4‘ +
Fullphotolithography Inkjet ChromaLife1 00
Nozsie Engineeting

MYANMAR:

Accel International Company Ltd.
Tel: 95-1-202092/3/4

Fax: 95-1-202079

NEPAL:

International Electronics Concern
(P) Ltd.

Tel: 977-1-4421991

Fax: 977-1-4421909

PAKISTAN:

Mega Business Machines
Tel: 92-21-2276926-8
Fax: 92-21-2276930

PHILIPPINES:

Canon Marketing (Philippines) Inc.

Tel: 632-8849000
Fax: 632-8109797
www.canon.com.ph

SINGAPORE:

Canon Singapore Pte. Ltd.
Tel: 65-6799 8888

Fax: 65-6221 7577
WWW.canon.com.sg

SRI LANKA:

Metropolitan Computers (Pvt) Ltd.
Tel: 94-11-2437797

Fax: 94-11-2685322

All information contained in this brochure is correct at the time of printing.

CERTIFIED FOR
Windows
Vistam

THAILAND:

Canon Marketing (Thailand)
Co. Ltd.

Tel: 66-2-3449999

Fax: 66-2-3449967
www.canon.co.th

VIETNAM:
Canon Singapore Pte. Ltd.

Ho Chi Minh City Representative
Office & Showroom
Tel: 84-8-8200466
Fax: 84-8-8200477
www.canon.com.vn

Hanoi Representative Office
Tel: 84-4-7711677
Fax: 84-4-7711678
www.canon.com.vn
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