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Nothing gives photographers more satisfaction than seeing their images in
all their glory. Whether you're printing or viewing your images on a computer
or TV, the EOS 5D Mark Il allows you to do this effortlessly.

The EOS 5D Mark II's USB 2.0 Hi-Speed interface makes transferring images
and video clips a relatively quick task. Transferring time has been greatly
shortened from that of the EOS 5D, so your workflow is sped up as well.
Various options can also be chosen so you only transfer the images you
want. A HDMI mini output terminal has been included on the EOS 5D
Mark Il, allowing you to view your images and video clips in Full HD quality
on high-resolution HD displays. When connected to a TV equipped with an
HDMI port, the output resolution is automatically set to match the connected
TV. For standard definition TV displays, the Audio/Video OUT terminal can
be used instead.

As the camera supports the PictBridge printing standard, you can print out
your images without a computer. Advanced PictBridge features such as
tilt correction, trimming, contact sheet printing and much more are also
available to you.
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While the EOS 5D Mark Il is already an exceptional
performer by itself, a wide range of accessories can help
to greatly extend the functionality of the camera. First
up is the new LP-E6 lithium-ion battery pack. With
this new 1800 mAh battery, you can check the remaining
capacity (in 1% increments), shutter count, and recharge
performance on the camera's [Battery info.] screen.

For easier vertical shooting, there's the new BG-E6
battery grip. Developed especially for use with the EOS
5D Mark II, it can house one or two LP-E6 battery packs,
or six size-AA alkaline batteries when used with the
BGM-E6 battery magazine.

For a workflow that's free from wires, the WFT-E4
wireless file transmitter is what you need. Doubling
up as a vertical grip, it has a wireless/wired LAN feature
and USB host feature that allows an external recording
media or a GPS device can be connected to it.

To achieve superior flash performance, Canon's exclusive
EX-series Speedlite flashes are available for use with
the EOS 5D Mark II. When using the 580EX Il or 430EX
I, flash settings can be made directly from the camera's
LCD screen.

Let's not forget that with the EOS 5D Mark Il, you get full access to the expansive range of high-quality
Canon EF lenses. Numbering over 60 different lenses for every possible imaging need, no other camera
system even comes close. With the EOS 5D Mark Il, what you have is a complete and comprehensive
DSLR experience that gives you everything you need to accomplish all your photography goals.
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C.Fn I: Exposure

1. Exposure level increments
2.1S0 speed setting increments
3.1S0 expansion

4. Bracketing auto cancel

5. Bracketing sequence
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C.Fn II: Image

1. Long exp. noise reduction

2. High ISO speed noise reduction
3. Highlight tone priority

4. Auto Lighting Optimizer

6. Safety shift

7. Flash sync. speed in Av mode

Type
Type:
Recording medium:
Compatible lenses:

Lens mount:
Image Sensor
Type:
Effective Pixel
Image sensor si
Aspect ratio:
Dust delete feature:

Recording System

Recording format:
Image type:

Recorded pixels:

Create/select a folder:
Image Processing
Picture Style:

White balance:

Noise reduction:

ic image bri i
Highlight tone priority:

Lens peripheral illumination correction:

Viewfinder
Type:
Coverage:
Magnificatit
Eye point:
Built-in dioptric adjustment:
Focusing screen:

Mirror:
Depth-of-field preview:
Autofocus
Type:
AF points:
Metering range:
Focus modes:
AF-assist beam:
AF Microadjustment:

Digital, single-lens reflex, AF/AE camera

Type | or Il CF card, UDMA-compatible

Canon EF lenses

(The effective lens focal length is the same as indicated
on the lens)

Canon EF mount

CMOS sensor

Approx. 21.10 megapixels

Approx. 36 x 24 mm
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Auto, Manual, Dust Delete Data appending

Design rule for Camera File System 2.0

JPEG, RAW (14-bit Canon original)

RAW+JPEG simultaneous recording possible

(1) Large: Approx. 21.00 megapixels (5616 x 3744)
(2) Medium: Approx. 11.10 megapixels (4080 x 2720)
(3) Small: Approx. 5.20 megapixels (2784 x 1856)

(4) RAW: Approx. 21.00 megapixels (5616 x 3744)
(5) SRAW1: Approx. 10.00 megapixels (3861 x 2574)
(6) SRAW2: Approx. 5.20 megapixels (2784 x 1856)
Possible

Standard, Portrait, Landscape, Neutral, Faithful,
Monochrome, User Def. 1 -3

Auto, Preset (Daylight, Shade, Cloudy, Tungsten light,
White fluorescent light, Flash), Custom, Color temperature
setting (2500-10000K) White balance correction and
white balance hrackellng features provided

*Color temp: enabled
Applicable to long exposures and high IS0 speed shots

: Auto Lighting Optimizer

Provided
Provided

Eye-level pentaprism
VerticallHorizontal approx. 98%
th 50mm lens at infinity)

iece lens center at -1 m°T)
terchangeable (2 types

sold separately),

creen provided

ed

§ image-r

p

stration, phase detection

s

°F, 1S0 100)

, Al Focus AF, Manual focusing
ated external Speedlite

ble

*All specifications above are based on Canon's testing standards.
*The camera's specifications and exterior are subject to change without notice.

*If a problem occurs with a non-Canon lens attached to the camera, consult the respective lens maker.
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Exposure Control
Metering modes:

Metering range:

Exposure control:

1S0 speed:
(Recommended exposure index)

Exposure compensation:

AE lock:
Shutter
Type:
Shutter speeds:
Drive System
Drive modes:

Continuous shooting speed:
Max. burst:

External Speedlite

Compatible flash:
Flash metering:
Flash exposure compensation:
FE lock:
PC terminal:
Live View Shooting
Shooting modes:
Focusing:

Metering modes:

Metering range:

Silent shooting:
Movie:

C.Fn IlI: Autofocus/Drive

1. Lens drive when AF impossible
2. Lens AF stop button function
3. AF point selection method

4. Superimposed display

5. AF-assist beam firing

6. Mirror lockup

7. AF point area expansion

8. AF Microadjustment

35-zone TTL full-aperture metering

© Evaluative metering (linkable to any AF point)

© Partial metering (approx. 8% of viewfinder at center)

© Spot metering (approx. 3.5% of viewfinder at center)

 Center-weighted average metering

EV 1- 20 (at 23°C/73°F with EF50mm f/1.4 USM lens,

1S0 100)

Program AE (Full Auto, Creative Auto, Program),

shutter-priority AE, aperture-priority AE, manual exposure,

bulb exposure

Full Auto, Creative Auto: ISO 100 - 3200 set

automatically P, Tv, Av, M, B: 1S0 100 - 6400 (in 1/3-

stop increments) settable, Auto, or expandable to ISO

50 (L), IS0 12800 (H1), or ISO 25600 (H2)

Manual and AEB (Settable in combination with manual

exposure compensation)

Settable amount: +2 stops in 1/3- or 1/2-stop increments

Auto:  Applied in One-Shot AF mode with evaluative
metering when focus is achieved

Manual: By AE lock button

Electronically-controlled, focal-plane shutter

1/8000 sec. to 30 sec., bulb (Total shutter speed range.
Available range varies by shooting mode.)

X-sync at 1/200 sec.

Single shooting, continuous shooting, 10-sec. self-

timer/remote control, 2-sec. self-timer/remote control

Max. approx. 3.9 shots/sec.

JPEG Large]Fine: Approx. 78 shots (Approx. 310 shots),

RAW: Approx. 13 shots (Approx. 14 shots),

RAW +JPEG Large/Fine: Approx. 8 shots

(Approx. 8 shots)

*Figures are based on Canon's testing standards (ISO

100 and Standard Picture Style) using a 2GB card.

*Figures in parentheses apply to an Ultra DMA (UDMA)
2GB card based on Canon's testing standard.

EX-series Speedlites

E-TTL Il autoflash

+2 stops in 1/3- or 1/2-stop increments
Provided

Provided

Still photo shooting and movie shooting

Quick mode (Phase-difference detection) Live mode, Live
face detection mode (Contrast detection) Manual focusing
(5x/10x magnification possible)

Evaluative metering with the image sensor (still photos)
| Center-weighted average metering (movies)

EV 0 - 20 (at 23°C/73°F with EF50mm f/1.4 USM lens,
1S0 100)

Provided (Still photo shooting)

MOV (Video: H.264, Audio: Linear PCM)

Recording size: 1920x1080 (Full HD), 640x480 (SD)
Continuous movie shooting time: Full HD approx.12 min.
SD approx. 24 min.

C.Fn IV: Operation/Others

1. Shutter button/AF-ON button
2. AF-ON/AE lock button switch
3. Assign SET button

4. Dial direction during Tv/Av

5. Focusing Screen

6. Add original decision data

LCD Monitor
Type:
Monitor size and dots:
Coverage:

Brightness adjustment:
Interface languages:

Image Playback

Image display formats:

Zoom magnification:
Image browsing methods:

Highlight alert:
Movie playback:

Direct Printing
Compatible printers:
Printable images:
Print ordering:
Customization
Custom Functions:
Camera user settings:
My Menu registration:
Interface

Digital terminal:

Audio/video output terminal:

HDMI mini OUT terminal:

External microphone

input terminal:

Remote control terminal:

Wireless remote control:

Extension system terminal:
Power Source

Battery:

Battery information:

Battery life:
(Based on CIPA testing
standards)

Dimensions and Weight

Dimensions (W x H x D):
Weight:

Operation Environment

Working temperature range:
Working humidity:

TFT color liquid-crystal monitor

3-in. with approx. 920,000 dots (VGA)

Approx. 100%

Auto (Darker/Standard/Brighter), Manual (7 levels)
25

Single, Single + Info (Image-recording quality, shooting
information, histogram) 4-image index, 9-image index,
image rotate possible

Approx. 1.5x - 10x

Single image, jump by 10 or 100 images, jump by
screen, by shooting date, by folder, by movie, by stills
Overexposed highlights blink

Enabled (LCD monitor, video/audio OUT, HDMI OUT)
Built-in speaker

PictBridge-compatible printers
JPEG and RAW images
DPOF Version 1.1 compatible

25
Register under Mode Dial's C1, C2, and C3 positions
Provided

For personal computer communication and direct printing
(Hi-Speed USB)

3.5mm dia. stereo mini jack (NTSC/PAL selectable)
Type C (Auto switching of resolution)

3.5mm dia. stereo mini jack

Compatible with remote control via N3 Type

With Remote Controller RC-1/RC-5

For connection to Wireless File Transmitter WFT-E4

Battery Pack LP-E6 (Qty. 1)
*AC power can be supplied via AC Adapter
Kit ACK-E6
*With Battery Grip BG-E6 attached,
size-AA/LR6 batteries can be used
Remaining capacity, Shutter count, and Recharge
performance displayed
With viewfinder shooting:
At 23°C|73°F, approx. 850 shots. At 0°C/32°F,
approx. 750 shots.
With Live View shooting:
At 23°C|73°F, approx. 200 shots. At 0°C/32°F,
approx. 180 shots.

152x113.5x75mm /6.0 x4.5x 3.01in.
Approx. 810 g / 28.6 oz. (body only)

0°C - 40°C [ 32°F - 104°F
85% or less

Warning: Unauthorised recording of copyrighted materials may infringe on the rights of copyright owners and be contrary to copyright laws.

Errors and omission excepted Weight and dimensions are appmxlmale Subject to change without notice.

Microsoft are either registered

of Microsoft® Ci i

in the United States and/or other countries.
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